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Histo-pathology Lab Equipment’s: 

 

Formaldehyde waste disposal unit: 

 
Special working table model (WDU 1750) with integrated ventilation system. 

Within the entire work surface the air is absorbed downwards whereby harmful vapour can be absorbed in 

an optimal way.  

The working table should be connected to an exhaust-air-system provided by the customer. The complete 

construction is made of ground stainless steel (Material no. 1.4301 - AISI 304), base frame with three 

hinged front doors with edged-on strip handle as well as three-dimensional adjustable door panels. 

•  Very stable per forated working plates (approx. 10 mm lower than the circumferential edging), 

 perforation D17, T60 

•  Within the per forated plates area a removable inlayed grading screen (flap mechanism) 

 to separate liquid substance from solids 

•  Integrated connecting pieces with flow rate regulation 

•  Connecting pieces for exhaust air with right or left side option 

•  On the left a seamless welded basin 400 x 400 x 200 mm with standpipe valve 

 

Technical Data: 

 

Dimensions W/D/H:    1750 x 850 x 850 mm 

Exhaust Air capacity:    Min. 1500 m³/h 

Material:     Stainless steel (Material No. 1.4301 - AISI 304) 

Cold / Warm water connection: ½“ 

Waste water connection:  2“ 

Exhaust duct diameter:  200 mm 

Type:      WDU 1750 
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