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Thalheimer Kühlung GmbH & Co. KG 

Medizintechnik, Medizinische Kühlgeräte 

Pulverbeschichtung 

Specialized in Medical Refrigeration Systems since 1948 

 

 

Member of ThalSa Group 

Histo-pathology Lab Equipment’s: 

Integrated working surface: 
 

This specialized table with exhaustion guarantees a laboratory environment free of pollutants while 

 slicing and preparing histological slide preparations. Airflow travels over the entire working area and is 

 vacuumed out backwards, which provides optimal removal of unsanitary vapours. MAC (maximum 

 allowable concentration) values for formalin are below target throughout the entire vacuum-effected 

area. 

 

 • Very sturdy, perforated working plate made of stainless steel 

 • Exhaust duct is on the top 

 • Entire construction is made from stainless steel (material no. 1.4301 – AISI 304) 

 • Exhaust air capacity with the perforated working surface min. 0,4 m/sec 

 

 Technical Data:  

 

 Dimensions W/D/H:   600 x 500 mm 

 Exhaust Air capacity:  Min. 200 m³/h 

 Material:    Stainless steel (Material No. 1.4301 – AISI 304) 

 Waste water connection:  2” 

 Exhaust duct diameter:  150 mm 

 Type:     BIWS-600 
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