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Histo-pathology Lab Equipment’s: 
Mobile recirculated active carbon air system: model ACF-750-M 

 
Suitable for the Down-draft crossing table, consisting of: 

 

• solid stainless steel housing in form of a high cabinet, for the admission of the entire filter technology. 

Up front an access panel for an easy entrance to all filters and to the exhaust air fan, above an exhaust 

air pipe DN 250 up to the lower edge of the cover. The complete cabinet is manufactured in soundproofed 

execution for optimal noise reduction. 

 

• holding device for activated carbon filter 

 

• activated carbon filter with potassium permanganate impregnated, cylindrically form with galvanized 

steel housing 

 

• Max. work temperature: +80°C 

 

• Max. relative humidity: 70% 

 

• Max. air flow: approx. 750 m³/h 

 

• Level of noise: ca 55 db(A) 

 

The filter cartridge is simple to be replaced over the access panel 

 

• exhaust air fan 

 

Housing made of steel, white painted, completely with assembly console, impellers in halfradial building 

method, asynchronous squirrel-cage rotor engines from aluminum injection moulding with closed, 

maintenance-free ball bearings, electrical protection IP 44 

 

Air flow capacity:   approx. 750 m³/h 

Speed:     2120 1/min 

Voltage:    230V / 50 Hz 

Power input:    128 Watt / 0,55 Amp 

 

• incl. continuous speed controller 

• incl. hour counter 

 

Size W/D/H:    900 x 520 x 630 mm 

Type:     ACF-750-M 
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Mobile recirculated active carbon air system ACF-1000-M: 
 
Suitable for the Down-draft crossing table, consisting of: 

 

• solid stainless steel housing in form of a high cabinet, for the admission of the entire filter technology. 

Up front an access panel for an easy entrance to all filters and to the exhaust air fan, above a exhaust air 

pipe DN 250 up to the lower edge of the cover. The complete cabinet is manufactured in sound-proofed 

execution for optimal noise reduction. 

 

• holding device for activated carbon filter 

 

• activated carbon filter with potassium permanganate impregnated, cylindrically form with galvanized 

steel housing. 

 

Max. work temperature:  +80°C 

Max. relative humidity:  70% 

Level of noise:   ca 55 db(A) 

Max. air flow:   approx. 1000 m³/h 

 

The filter cartridge is simple to be replaced over the access panel. 

 

• exhaust air fan 

 

Housing made of steel, white painted, completely with assembly console, impellers in half radial building 

method, asynchronous squirrel-cage rotor engines from aluminum injection molding with closed, 

Maintenance-free ball bearings, electrical protection IP 44 

 

Air flow capacity:   approx. 1000 m³/h 

Speed:     2120 1/min 

Voltage:    230V / 50 Hz 

Power input:    128 Watt / 0,55 Amp 

 

• incl. continuous speed controller 

• incl. hour counter 

 

Size W/D/H:    1200 x 520 x 630 mm 

Type:     ACF-1000-M 

 

 

 

mailto:info@thalheimer-kuehlung.de
http://www.thalheimer-kuehlung.de/

