
Thalheimer Kühlung GmbH & Co. KG 

Medizintechnik, Medizinische Kühlgeräte 

Pulverbeschichtung 

Specialized in Medical Refrigeration Systems since 1948 

 

Mühlgraben 68 D73479 Ellwangen/Germany Phone: +49(0)7961–5677–0; Fax: +49(0)7961–5677–22; info@thalheimer-kuehlung.de;  
www.thalheimer-kuehlung.de Kommanditgesellschaft Sitz: Ellwangen, Registergericht: Ulm HRA 510052-E Persönlich haftender  
Gesellschafter: Thalheimer Kühlung Verwaltungs GmbH, Sitz: Ellwangen, Registergericht: Ulm HRB 510310-E, Geschäftsführer: Franz Reeb, 
Franz Ullmann, Ust-Id-Nr.: DE 144 640 057, Steuer Nr. 50 494/03816 
VR-Bank Ellwangen  Konto: 210 130 008 (BLZ 614 910 10), SWIFT: GENODES1ELL, IBAN: DE 16 614 910 10 0210130008 
Deutsche Bank Aalen Konto: 0800490 00 (BLZ 613 700 86), SWIFT: DEUTDESS613, IBAN: DE 41 613 700 86 0080049000 

Page 1 of 14 
Member of ThalSa Group 

Histo-pathology Lab Equipment’s: 

Universal Cutting Station GSU-V ventilated and illuminated: 

The special work table designed to ensure a pollution free, laboratory-grade working environment for 

slicing and preparing histological slide preparations. Its compact design makes it special for small 

facilities. 

As a product of our state-of-the-art range, it has been designed with a special view to conserving energy 

and resources – while delivering outstanding extraction results. 

The unit has an active-carbon air recirculation system. 

There is no need for installation, as it is factory pre-assemebeled and ready to use. 

The air exhuist syste ensure the extraction off most of the un health  hazardous vapors as well as 

maintaining the Formalin concentrations significantly below the maximum allowable concentrations 

(MAC) throughout the entire extraction zone. 

The unit can be used for a long period without the need of replacing the active carbon due to its oversized 

volume. The unit canbe easily maintained without the need to technical expert. 

Technical advantages and details of the GSU- V 1500 Special Work table: 

o Dual workstation with extra-large work surface.

o Structure made entirely of highly-polished stainless steel (material code no. 1.4301 – AISI

304) 

o Stationary lighting assembly providing daylight quality conditions (approx. 5000° K) – for

direct shooting without need of additional flash light.

o 230-Volt dual socket integrated in the lighting assembly

o Solid, self-supporting understructure with adjustable legs

o Lateral rod system for accommodating document holders or Dictaphone brackets

(optional*)

o Railing system for easy installation of a variety of holders or brackets e.g. camera tripod or

magnifying glass with embedded light (optional*)

o Seamlessly welded 370 x 370 x 150 mm sink

o Mixer tap with pull-out rinsing hose

o Extra-sturdy perforated metal sheet inserts (approx. 10 mm below rim level), D17, T60

perforation

o Integrated exhaust-air connection with volume flow control

o Air velocity at the perforated metal sheet inserts: 0,4 m/sec min.

o Integrated sprinkler system installed underneath the perforated metal sheet inserts,

including regulating valve

o Formalin drain with strainer screen insert

o Exhaust air duct blowing from bottom to top
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Technical Data: 

Dimensions table W/D/H: 1500 x 800 x 850/1950 mm 

Dimensions illumination W/D/H: 1500 x 300 x 1100 mm 

Exhaust air capacity:  approx. 750 m3/h 

Material: stainless steel 

Perforated working area: approx. 960 x 670 mm 

Cold/Warm water connection: DN 15 

Waste water connection: DN 50 

Type:  GSU-V 1500 
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 Down-Draft Grossing Table: 

The down-draft grossing table (GSU-1500 I-H) is equipped with air down draft system. This specialized 

work table guarantees a laboratory environment free of pollutants while slicing and preparing histological 

slide preparations and is even well suited for small dissections. Airflow travels over the entire working 

area and is vacuumed out downwards, which provides optimal removal of unsanitary vapours. MAC 

(maximum allowable concentration) values of formalin are below target throughout the entire vacuum-

effected area. The cutting table is to be connected to an exhaust system provided by the customer The 

(GSU-1500 I-H) with illumination includes the following features:  

• Workstations with a large surface area

• Entire construction is made of stainless steel (Material no. 1.4301 – AISI 304)

• Stable, self-supporting undercarriage with adjustable legs

• Low overall height of the upper structure increases leg room

• Height adjustable from 750 to 1000 mm

• Height adjustable with UP/Down push bottom

• Work surface includes a seamlessly welded basin measuring 400 x 400 x 200 mm

• Basin includes integrated air vacuum

• Very sturdy, perforated and insertable working plates

• Integrated sprinkler system with adjustable valve for bath sanitation located underneath the

perforated working plates

• Formalin sink with sieve insert

• Mixing tap with detachable cold and hot water shower

• Exhaust duct

• 2 x 230 Volt Electric socket outlet.

• Build in Illumination with “Daylight” Quality approx. 5000°K for direct photograph without

additional Flashlights
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Technical Details: 

 

Dimensions Table W/D/H:   1500 x 1000 x 750 / 1000 mm 

 Dimensions Illumination:   1500 x 300 x 1100 mm 

 Exhaust Air capacity:   Min. 1000 m³/h 

 Material:     Stainles Steel (1.4301 – AISI 304) 

 Perforated working area:   ca. 960 x 920 mm 

 Cold / Warm water connection: DN 15 

 Waste water connection:   DN 50 

 Exhaust duct diameter:  DN 250 

 Type:      GSU-1500-I-H 
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Down-Draft Grossing Table with bridge: 

 

The down-draft grossing table is equipped with air down draft system. This specialized work table 

guarantees a laboratory environment free of pollutants while slicing and preparing histological slide 

preparations and is even well suited for small dissections. Airflow travels over the entire working area 

and is vacuumed out downwards, which provides optimal removal of unsanitary vapours. MAC 

(maximum allowable concentration) values for formalin are below target throughout the entire vacuum-

effected area. The cutting table is to be connected to an exhaust system provided by the customer.  

 

The GSU-2000-IH model includes the following features: 

  •    Workstations with a large surface area  

• Entire construction is made of stainless steel (Material no. 1.4301 – AISI 304)  

• Stable, self-supporting undercarriage with adjustable legs 

• Low overall height of the upper structure increases leg room  

• Height adjustable from 750 to 1000 mm 

• Height adjustable with UP/Down push bottom 

• Work surface includes a seamlessly welded basin measuring 400 x 400 x 200 mm 

• Basin includes integrated air vacuum  

• Very sturdy, perforated and insertable working plates  

• Integrated sprinkler system with adjustable valve for bath sanitation located underneath the 

perforated working plates 

• Formalin sink with sieve insert  

• Mixing tap with detachable cold and hot water shower  

• Exhaust duct 

• Build in Illumination with “Daylight” Quality approx. 5000°K for direct photograph without 

additional Flashlights 

• 2x 230 Volt Electric socket outlet 
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Technical Details: 

 

 Dimensions Table W/D/H:   2100 x 1000 x 2000 mm 

 Dimensions Illumination:   2100 x 600 mm 

 Height adjustable:    from 750 to 1000 mm 

 Exhaust Air capacity:   1600 m³/h 

 Material:     Stainless steel (Material No. 1.4301 – ANSI 304) 

 Perforated working area:   approx. 1540 x 920 mm 

 Cold / Warm water connection:  ½” 

 Waste water connection:   2” 

 Exhaust duct diameter:   250 mm 

 Type:      GSU-2000-I-H 
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Dual working table: 
 

The down-draft grossing table is equipped with air down draft system. This specialized work table 

guarantees a laboratory environment free of pollutants while slicing and preparing histological slide 

preparations and is even well suited for small dissections. Airflow travels over the entire working area 

and is vacuumed out underneath, which provides optimal removal of unsanitary vapours. MAC 

(maximum allowable concentration) values for formalin are below target throughout the entire Vacuum-

effected area. The cutting table is to be connected to a side-mounted exhaust system - provided by the 

customer. 

 

The GSU-1500-D models include the following features: 

•  Dual working place. 

•  Workstations with a large surface area. 

•  Entire construction is made of stainless steel. 

•  Stable, self-supporting undercarriage with adjustable legs. 

•  Low overall height of the upper structure increases leg room. 

•  Work surface includes a seamlessly welded basin measuring 400 x 400 x 200 mm. 

•  Basin includes integrated air vacuum. 

•  Basin can be mounted to the right or left side. 

•  Very sturdy, per forated and inser table working plates. 

•  Integrated sprinkler system with adjustable valve for bath sanitation located underneath the 

 perforated working plates. 

•  Formalin sink with sieve insert. 

•  Mixing tap with detachable cold and hot water shower. 

•  Exhaust duct left or right side. 

 

 

Technical Data: 

 

Dimensions W/D/H:    1500 x 1000 x 750 mm 

Exhaust Air capacity:    1000 m³/h 

Material:     Stainless steel (Material No. 1.4301 – AISI 304) 

Perforated working area:   approx. 960 x 920 mm 

Cold / Warm water connection: ½” 

Waste water connection:   2” 

Exhaust duct diameter:   250 mm 

Type:      GSU-1500-D 

 

 

 

 

 

mailto:info@thalheimer-kuehlung.de
http://www.thalheimer-kuehlung.de/


Thalheimer Kühlung GmbH & Co. KG 

Medizintechnik, Medizinische Kühlgeräte 

Pulverbeschichtung 

Specialized in Medical Refrigeration Systems since 1948 

 

 

 

 

   

 

 

 

 

 

Mühlgraben 68 D73479 Ellwangen/Germany Phone: +49(0)7961–5677–0; Fax: +49(0)7961–5677–22; info@thalheimer-kuehlung.de;  
www.thalheimer-kuehlung.de Kommanditgesellschaft Sitz: Ellwangen, Registergericht: Ulm HRA 510052-E Persönlich haftender  
Gesellschafter: Thalheimer Kühlung Verwaltungs GmbH, Sitz: Ellwangen, Registergericht: Ulm HRB 510310-E, Geschäftsführer: Franz Reeb, 
Franz Ullmann, Ust-Id-Nr.: DE 144 640 057, Steuer Nr. 50 494/03816 
VR-Bank Ellwangen  Konto: 210 130 008 (BLZ 614 910 10), SWIFT: GENODES1ELL, IBAN: DE 16 614 910 10 0210130008 
Deutsche Bank Aalen Konto: 0800490 00 (BLZ 613 700 86), SWIFT: DEUTDESS613, IBAN: DE 41 613 700 86 0080049000 

Page 8 of 14 
Member of ThalSa Group 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

mailto:info@thalheimer-kuehlung.de
http://www.thalheimer-kuehlung.de/


Thalheimer Kühlung GmbH & Co. KG 

Medizintechnik, Medizinische Kühlgeräte 

Pulverbeschichtung 

Specialized in Medical Refrigeration Systems since 1948 

 

 

 

 

   

 

 

 

 

 

Mühlgraben 68 D73479 Ellwangen/Germany Phone: +49(0)7961–5677–0; Fax: +49(0)7961–5677–22; info@thalheimer-kuehlung.de;  
www.thalheimer-kuehlung.de Kommanditgesellschaft Sitz: Ellwangen, Registergericht: Ulm HRA 510052-E Persönlich haftender  
Gesellschafter: Thalheimer Kühlung Verwaltungs GmbH, Sitz: Ellwangen, Registergericht: Ulm HRB 510310-E, Geschäftsführer: Franz Reeb, 
Franz Ullmann, Ust-Id-Nr.: DE 144 640 057, Steuer Nr. 50 494/03816 
VR-Bank Ellwangen  Konto: 210 130 008 (BLZ 614 910 10), SWIFT: GENODES1ELL, IBAN: DE 16 614 910 10 0210130008 
Deutsche Bank Aalen Konto: 0800490 00 (BLZ 613 700 86), SWIFT: DEUTDESS613, IBAN: DE 41 613 700 86 0080049000 

Page 9 of 14 
Member of ThalSa Group 

 

 

Dual working table with height adjustable: 

 
The down-draft grossing table is equipped with air down draft system. This specialized work table 

guarantees a laboratory environment free of pollutants while slicing and preparing histological slide 

preparations and is even well suited for small dissections. Airflow travels over the entire working area 

and is vacuumed out underneath, which provides optimal removal of unsanitary vapors. MAC (maximum 

allowable concentration) values for formalin are below target throughout the entire Vacuum-effected area. 

The cutting table is to be connected to a side-mounted exhaust system - provided by the customer. 

 

The GSU-1500-D-H model includes the following features: 

•  Dual working place 

•  Workstations with a large surface area 

•  Entire construction is made of stainless steel 

•  Height adjustable from 750 to 1000 mm 

•  Stable, self-support ting undercarriage with adjustable legs 

•  Low overall height of the upper structure increases leg room 

•  Work surface includes a seamlessly welded basin measuring 400 x 400 x 200 mm 

•  Basin includes integrated air vacuum 

•  Basin can be mounted to the right or left side 

•  Very sturdy, perforated and insertable working plates 

•  Integrated sprinkler system with adjustable valve for bath sanitation located underneath the 

 Perforated working plates 

•  Formalin sink with sieve insert 

•  Mixing tap with detachable cold and hot water shower 

•  Exhaust duct left or right side 

 

Technical Data: 

 

Dimensions W/D/H:   1500 x 1000 x 750 mm 

Exhaust Air capacity:    1000 m³/h 

Material:     Stainless steel (Material No. 1.4301 – AISI 304) 

Perforated working area: approx.  960 x 920 mm 

Cold / warm water connection: ½” 

Waste water connection:   2” 

Exhaust duct diameter:   250 mm 

Type:      GSU-1500-D-H 
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Wall mounted sink table: 

 
The down-draft grossing table (GSU-1500 WM) is equipped with air down draft system. This specialized 

work table guarantees a laboratory environment free of pollutants while slicing and preparing histological 

slide preparations and is even well suited for small dissections. Airflow travels over the entire working 

area and is vacuumed out downwards, which provides optimal removal of unsanitary vapors. MAC 

(maximum allowable concentration) values for formalin are below target throughout the entire Vacuum-

effected area. The cutting table is to be connected to a side-mounted exhaust system - provided by the 

customer. 

 

The GSU-1500 WM model includes the following features: 

•  Workstations with a large surface area 

•  Entire construction is made of stainless steel 

•  Stable, self-supporting undercarriage with adjustable legs 

•  Low overall height of the upper structure increases leg room 

•  Work surface includes a seamlessly welded basin measuring 400 x 400 x 200 mm 

•  Basin includes integrated air vacuum 

•  Basin can be mounted to the right or left side 

•  Very sturdy, perforated and insertable working plates 

•  Integrated sprinkler system with adjustable valve for bath sanitation located underneath the 

 Perforated working plates 

•  Formalin sink with sieve insert 

•  Mixing tap with detachable cold and hot water shower 

•  Exhaust duct left or right side 

 

Technical Data: 

 

Dimensions W/D/H:    1500 x 750 x 750 mm 

Exhaust Air capacity:    750 m³/h 

Material:     Stainless steel (Material No. 1.4301 – AISI 304) 

Perforated working area:   approx. 960 x 670 mm 

Cold / warm water connection: ½” 

Waste water connection:   2” 

Exhaust duct diameter:   250 mm 

Type:      GSU-1500 WM 
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Wall mounted sink table with height adjustable: 

 
The down-draft grossing table (GSU-1500-WMH) is equipped with air down draft system. This 

specialized work table guarantees a laboratory environment free of pollutants while slicing and preparing 

histological slide preparations and is even well suited for small dissections. Airflow travels over the entire 

working area and is vacuumed out downwards, which provides optimal removal of unsanitary vapors. 

MAC (maximum allowable concentration) values for formalin are below target throughout the entire 

Vacuum-effected area. The cutting table is to be connected to a side-mounted exhaust system - provided 

by the customer. 

 

The GSU-1500-WMH model includes the following features: 

•  Workstations with a large surface area 

•  Entire construction is made of stainless steel 

•  Height adjustable from 750 to 1000 mm 

•  Stable, self-supporting undercarriage with adjustable legs 

•  Low overall height of the upper structure increases leg room 

•  Work surface includes a seamlessly welded basin measuring 400 x 400 x 200 mm 

•  Basin includes integrated air vacuum 

•  Basin can be mounted to the right or left side 

•  Very sturdy, perforated and insertable working plates 

•  Integrated sprinkler system with adjustable valve for bath sanitation located underneath the 

 Perforated working plates 

•  Formalin sink with sieve insert 

•  Mixing tap with detachable cold and hot water shower 

•  Exhaust duct left or right side 

 

Technical Data: 

 

Dimensions W/D/H:    1500 x 750 x 750 / 1000 mm 

Exhaust Air capacity:    750 m³/h 

Material:     Stainless steel (Material No. 1.4301 – AISI 304) 

Perforated working area:   approx. 960 x 670 mm 

Cold / Warm water connection: ½” 

Waste water connection:   2” 

Exhaust duct diameter:   200 mm 

Type:      GSU-1500-WMH 
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